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All the screen captures provided in this training material will represent a direct correlation 
between the ASOS numeric keypad and the corresponding access commands on the OID 
screen.  These representations will also match the correlation between your laptop or 
office PC keyboard and the remote access screen once you’ve dialed into an ASOS using 
ProComm+ software.

The ASOS User’s Guide (last issued March 1998) can also be used as a reference.

Your ASOS Electronics Technician, is an excellent resource for On‐the‐Job‐Training (OJT) 
pertaining to OID functions and remote access. 
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At staffed ASOS locations, up to two OIDs can be provided.  The OID consists of a monitor 
and keyboard and provides interactive access to ASOS data through the Acquisition Control 
Unit (ACU).  A primary OID is located at the designated primary observer location.  At 
airports with air traffic control towers, an OID is also provided which may be designated 
either the primary or secondary OID, depending upon the primary observer location.

On‐site users may “sign‐on” to the ASOS OID in any one of four access levels with the 
proper password.  Those four levels are:

1) Observer Level

2) Air Traffic Control (Tower) Level

3) Technician Level

4) System Manager Level

OID users in both the Observer Level and the Air Traffic Control Level can be signed on to 
the ASOS simultaneously, however no two users can be signed on in the Observer Level 
at the same time.
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Remote OID users and remote interactive computer users my only sign on as:

1) Unsigned User

2) Technician

3) System Manager

It is not possible to remotely sign‐on in the Observer Level or ATC Level.  This prevents 
remote editing or augmenting of the ASOS data.
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When performing a station visit in person to a site where observers are required to log into 
the ASOS to perform their duties, you should not have to log‐in to perform your evaluation 
duties.  An observer should always be logged into the ASOS and you can go to the OID and 
access the information you require.  If no one is logged into the ASOS, there is a problem 
since no one is in control of the observational data.  The likely scenario is that no one 
logged in during shift change and the system has gone past the 9 hour log‐in window for 
the last person and the system has logged that last person out.  The only time something 
like this should happen is if you show up at a part‐time station during non‐staffed hourslike this should happen is if you show up at a part time station during non staffed hours.   

Using remote access (mainly ProComm dialup), you can dial into the ASOS and view nearly 
everything you need using the default access “Unsigned User”.  Again, if you have need to 
check the Edit Log, then you’ll need to log in either as System Manager or ASOS Technician.  
Check with your Regional ASOS System Mgr or ESA/ASOS Eltech for the necessary 
passwordspasswords.
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The ASOS video screen flowchart above depicts the various information that can be 
accessed and the paths to reach specific information.  

This flowchart dates back to ASOS Software version 2.6, the latest version is 3.05.  The only 
significant change missing from this flowchart (for this presentation) is the current meanssignificant change missing from this flowchart (for this presentation) is the current means 
to reach the Edit Log, which is available via the primary, 1 minute screen using LOG ‐> 
EDTLG, and only accessible when someone is logged in as Observer, Technician, or System 
Manager.  
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Placing the Pressure Sensor Elevation in REMARKS is a very helpful reference, especially 
when you are inspecting a site where the ASOS ACU is located on a different floor/elevation 
from the backup pressure sensor.  It is also a good idea to log the elevation of the backup 
sensor on the checklist as well.  Since NWS Inspectors are no longer required to accomplish 
pressure comparisons, having this information could help resolve issues if it looks like the 
observation staff are having trouble with the accuracy of their routine comparisons, or if 

ti i d di b t th i d b ksomeone questions a perceived discrepancy between the primary and backup pressure 
sensors.   
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Other than going to this screen to acknowledge the “R‐Values” for the ASOS and check the 
box on page 2 of the Inspection Checklist, about the only other time someone would need 
to look up the R‐Values, would be if someone started to question the accuracy of altimeter 
or sea level pressure data.  R‐Values were loaded as part of the system initialization, so the 
only entities who have the authority to change R‐Values are the Regional ASOS Manager or 
the AOMC.  All you can do locally at the WFO is verify the values match the initial data, if 

h f th i i l R V l th t ith th it i i i kyou have a copy of the original R‐Values that came with the site commissioning package. 
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The following model of sensors are configured with this particular ASOS, which should be 
noted on the Inspection Checklist, and documented on the station A1/A3 metadata forms:

Temperature Sensor:  (1088) Hygrothermometer, which can also provide dew point data.

Dew point Sensor:  Dewpoint Temperature System ‐1,  (DTS1)

Wind Sensor:  Vaisala 425, aka Ice‐Free Wind (IFW)… Otherwise, you will find the BELFORT 
2000 listed (Wind Vane/Anemometer)  
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FAA or CWO run ASOS sites are instructed by the 7900.5x (Section 4.9, Pg 24) to call the 
AOMC to begin 2 hour archive of 5 minute data upon notification of an Aircraft Mishap.

NWS staffed ASOS sites (mainly OCONUS) typically instruct employees how to manually 
initiate the 2 hour archive of 5 minute data via the OID, in lieu of, or in addition to calling 
the AOMC for Aircraft Mishaps. Either way is acceptable, as long as the Observer/s on shiftthe AOMC for Aircraft Mishaps.  Either way is acceptable, as long as the Observer/s on shift 
during your inspection know how to initiate either procedure, or at the very minimum, 
know where to find the instructions on what to do.  I used to quickly show available FAA 
staff how to do it manually in the event of a communications failure, as most seemed 
unaware they could do it on the OID.  
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While most WFO staff will use web‐based METAR archived data to look at for QC purposes 
across their CWA.  When an NWSREP in on the road accomplishing data acquisition trips, 
they may not have the same access to information.  While performing an inspection at an 
ASOS site the NWSREP can use this OID data screen to look at recent METAR and SPECI 
observations in the event something pertaining to the transmitted data needs to be 
discussed with the FAA/CWO Station Manager.

During an inspection I always like to check with the Station Manager about their 
METAR/SPECI QA/QC procedures to see how they access the data since few, if any 
FAA/CWO sites have printers connected to the ASOS.  As long as they can show me that 
they either use the internet or the OID to verify and check transmitted obs and have a 
means to notify observers of their errors, then I can assume their station QA/QC program 
exists.  If they can’t show me that they use any of these procedures and strictly check their 
MF1‐10C forms when they augment or edit the ASOS data (which percentage‐wise is aMF1‐10C forms when they augment or edit the ASOS data (which, percentage‐wise is a 
small % of the obs taken) I will note this in the inspection report for the FAAs’ action.  

*Remember, it is not for us (NWS) to tell the FAA/CWOs how to run their programs, only to 
check that they are doing the required procedures.      
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Another means of METAR/SPECI data QC is to access the ASOS Edit Log.  This is particularly useful 
h (F t FAA/CWO St ti M NWSREP R i l ASOS M t ) hwhen someone (Forecaster, FAA/CWO Station Mgr, NWSREP, Regional ASOS Mgr, etc.) have 

questions as to whether or not an Observer is properly controlling the ASOS output (e.g. 
unreasonably cancelling ASOS generated SPECIs, not cancelling ASOS generated SPECIs when 
conditions warrant, editing or not editing ceiling or visibility data as conditions warrant, etc…)

This is the one means (without being present at the time of observation) to see how well an 
observer controls the ASOS output during times of changing weather, and can give an FAA/CWO 
Station Manager or Regional OSPM OPL NWSREP an indication that a particular observer is or isStation Manager or Regional OSPM, OPL, NWSREP an indication that a particular observer is or is 
not following proper observing procedures.

* Since you cannot remotely log into an ASOS as an Observer most Obs people will check ASOS 
remotely logged in as an Unsigned User, which provides access to nearly all data, without editing 
capability.  However, if you need to access the Edit Log, you can ask your ASOS Eltech to log‐in and 
their access will allow you to reach this page, since very few people outside of NWSH and the RHs 
can access an ASOS using the System Manager level. g y g

If corrective action is needed due to your findings in the Edit Log, performing screen captures to get 
an electronic version of the data via Remote access is one of the easiest ways to document the 
problem.  Again, in dealing with FAA or CWO personnel, the NWS does not have the right to directly 
take corrective action with the employee.  The evidence must be provided to the FAA Station 
Manager, or Regional Contracting Officer/Contracting Officers Technical Representative for action.
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SPECI Criteria Settings for the ASOS
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SPECI Criteria Settings for the ASOS
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Local SPECI Criteria Settings for the ASOS Page 2
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SHEF Precip. Alert Criteria
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NWSH, OS7 issued an Operational Memo dated 12/10/10 on Metadata requirements.  
Please check with your Regional Observing Program Manager if you do not have the memo 
or the necessary information to properly fill out the forms and where they should be 
submitted to… 
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Daily Climate Summary data
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Daily Climate Summary Page 2
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Daily Climate Summary Page 3
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Monthly Climate Summary
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Monthly Climate Summary Page 2
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Monthly Climate Summary Page 3
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Climate Normals Page
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1‐Minute Sensor Data 

38



1‐Minute Sensor Data Page 2

39



1‐Minute Sensor Data Page 3
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1‐Minute Sensor Page 4
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1‐Minute Sensor Data Page 5  Cloud Height Indicator (CHI)
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Main OID Screen with latest transmitted METAR/SPECI and current 1‐Minute data
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Sensor Status Page
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This access method works to recover AWPAG precip data when the sensor goes offline and 
is restored on the same day you’re trying to recover missing data for the F6, CLI, and RTP 
products.

Maintenance code: 1880 is used to recover AWPAG data.  The data recovered is the 
difference in precip weight between the time the sensor went offline, to the time it wasdifference in precip weight between the time the sensor went offline, to the time it was 
returned to service.  In the example above, the sensor has been down from 06/03/10, 
13:58Z to 06/03/10, 14:04Z and the amount collected in the gauge during that time was 
0.98 inches.    
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If you need to recover AWPAG precip data for a number of days within the past 30 days, 
you can progress from the SYSLG screen and select FILTR, which will bring you to the screen 
shown above.  If you enter the code 1880 and hit return the system will provide you a 
listing of all the AWPAG outages over the past 30 days.   
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The output from the FILTR search of 1880 will provide you with a listing similar to that 
shown above, if there were any AWPAG outages noted by the system.

You can see the outages above varied in duration from 6 minutes (last entry) to 5 days, 3 
hours and 49 minutes (second entry), and you’ll note only one had any measured 
precipitation during the outage 0.98” (last one)precipitation during the outage 0.98  (last one)
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