
Data Rate 30240 kbps
Modulation Phases 8
Coding Rate 2/3
Satellite SES-1
Transponder Input Backoff 7.0 dB
Transponder Output Backoff 4.0 dB
Attenuator Setting 14 dB
Carrier to Interference Ratio 16.0 dB
Transponder Usable Bandwidth 36 MHz
Faded System Margin 1.0 dB
Uplink Site / Master Ground Station Hauppauge, NY
Transponder Center Frequency 6225 MHz
Transmit EIRP 68.8 dBW
Free Space Path Loss 199.9 dB
Uplink Rain Margin 1.0 dB
Saturated Satellite Flux Density -98.2 dBW/m2

Effective Satellite Flux Density -84.2 dBW/m2

Uplink Frequency 6233 MHz
Downlink Frequency 4008 MHz
Downlink Polarization vertical
NWS WFO Dish Size (CONUS excluding fringe) two sizes 3.7 and 3.8 meter
NWS WFO Dish Size (CONUS fringe) 4.5 meter
NWS WFO Dish Size (Alaska, Hawaii & Puerto Rico) 7.3 meters
Uplinks Dish Size (MGS - Globecomm) 9.3 Meter
Uplinks Dish Size (BMGS - Fairmont, WV) 7.3 meters

Note: CONUS fringe includes Gulf Coast Region, parts of Florida and Maine.
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