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ASOS CEILOMETER REPLACEMENT ASOS CEILOMETER REPLACEMENT 
ST STATUSST STATUS

V2.79S DEPLOYED AT BISMARCK, ND DURING V2.79S DEPLOYED AT BISMARCK, ND DURING 
INTERIM OTE START AND SUSPENSIONINTERIM OTE START AND SUSPENSION
SERIOUS PROBLEMS LATER FOUND AT SERIOUS PROBLEMS LATER FOUND AT 
BISMARCK, NWSTC, SPAWAR, and SFSC BISMARCK, NWSTC, SPAWAR, and SFSC 
REVISED V2.79T(12/09/08) DEVELOPED TO REVISED V2.79T(12/09/08) DEVELOPED TO 
ADDRESS FOLLOWING PROBLEMS:ADDRESS FOLLOWING PROBLEMS:
–– TTR 191, TTR 192, and OTR 1087 TTR 191, TTR 192, and OTR 1087 

LAST ST TRG MEETING (12/30/08) ALLOWED LAST ST TRG MEETING (12/30/08) ALLOWED 
GOING FORWARD WITH V2.79T FOR BETA GOING FORWARD WITH V2.79T FOR BETA 
TESTING AT 7 SITES TESTING AT 7 SITES 
NEW TTR 196 DISCOVERED AT NWSTC FORCED NEW TTR 196 DISCOVERED AT NWSTC FORCED 
V2.79U(01/26/09) DEVELOPED TO REPLACE V2.79U(01/26/09) DEVELOPED TO REPLACE 
2.79T2.79T
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ASOS CEILOMETER REPLACEMENT ASOS CEILOMETER REPLACEMENT 
PROBLEMS FOUND AND FIXED IN V2.79U (01/26/09)PROBLEMS FOUND AND FIXED IN V2.79U (01/26/09)

TTR 191 TTR 191 -- Incorrect Maintenance Flag($) when CL31 used in Incorrect Maintenance Flag($) when CL31 used in 
conjunction with CT12Kconjunction with CT12K
OTR 1087 OTR 1087 –– False DCP UPS Status Indicator due to loss of False DCP UPS Status Indicator due to loss of 
communication between DCP and SOLA UPScommunication between DCP and SOLA UPS
TTR 192 TTR 192 –– Loss of Communication to CT12K when CL31 was Loss of Communication to CT12K when CL31 was 
configured then configured then deconfigureddeconfigured
TTR 194 TTR 194 –– CT12K Response Timeout Error 1015 at 00:01 LST CT12K Response Timeout Error 1015 at 00:01 LST 
everyday, causing $everyday, causing $
TTR 196 TTR 196 –– Invalid Pressure Temperature in SCAInvalid Pressure Temperature in SCA
TTR 197 TTR 197 –– Missing SKY Information in OMO 1Missing SKY Information in OMO 1--Minute Minute 
ADAS/ALDARS MessageADAS/ALDARS Message
TTR 198 TTR 198 –– CL31 Response Timeout Error for first 2 minutes after CL31 Response Timeout Error for first 2 minutes after 
midnight on the first day of a new month, causing $midnight on the first day of a new month, causing $
TTR 199 TTR 199 –– CeilometerCeilometer Failure Status: When there was an actual Failure Status: When there was an actual 
failure with either the CL31 or CT12K, the Fail Count, Type of failure with either the CL31 or CT12K, the Fail Count, Type of 
Failure, and Failure, and ““$$”” was not generated. was not generated. 
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TEST MILESTONESTEST MILESTONES

FAT COMPLETED 01/26/09FAT COMPLETED 01/26/09
BASELINE VERSION DELIVERED BASELINE VERSION DELIVERED 
01/29/0901/29/09
ST TRG ST TRG ““KICKKICK--OFFOFF”” MEETING MEETING 
01/29/0901/29/09
ST PLANNED COMPLETION 02/19/09ST PLANNED COMPLETION 02/19/09
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ASOS CEILOMETER REPLACEMENT ASOS CEILOMETER REPLACEMENT 
System Test ObjectivesSystem Test Objectives

To verify the following:To verify the following:
–– ACU successfully interfaced to CL31 ACU successfully interfaced to CL31 

CeilometerCeilometer
–– ASOS System StableASOS System Stable
–– All Existing ASOS Functions Remain All Existing ASOS Functions Remain 

AvailableAvailable
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ASOS CEILOMETER REPLACEMENT ASOS CEILOMETER REPLACEMENT 
System Test MethodologySystem Test Methodology

7272--Hours System Stability TestHours System Stability Test
36 Regression Tests36 Regression Tests
–– Routine ASOS functionsRoutine ASOS functions
–– ASOS Interfaces:ASOS Interfaces:

OID, VDU, Navy ATCOID, VDU, Navy ATC
ACEACE
AWIPSAWIPS
WSPWSP
ADAS/ALDARSADAS/ALDARS
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ASOS CEILOMETER REPLACEMENT ASOS CEILOMETER REPLACEMENT 
TEST CONFIGURATIONSTEST CONFIGURATIONS

CT12K AS PRIMARY CEILOMETER, CL31 CT12K AS PRIMARY CEILOMETER, CL31 
AS TEST AS TEST 
CL31 AS PRIMARY CEILOMETER, CT12K CL31 AS PRIMARY CEILOMETER, CT12K 
AS TESTAS TEST
CL31 AS PRIMARY CEILOMETER ONLYCL31 AS PRIMARY CEILOMETER ONLY
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ASOS CEILOMETER REPLACEMENTASOS CEILOMETER REPLACEMENT
ASOS Test BedsASOS Test Beds

SFSC ST0, Sterling, VASFSC ST0, Sterling, VA
WSH SCA, Silver Spring, MDWSH SCA, Silver Spring, MD
SPAWARSYSCEN GOLD, Charleston, SCSPAWARSYSCEN GOLD, Charleston, SC
NWSTC, Kansas City, MONWSTC, Kansas City, MO
FAATC and WFO Mt. Holly, NJFAATC and WFO Mt. Holly, NJ
FAA AOS Engineering Logistics Support FAA AOS Engineering Logistics Support 
Center, OklahomaCenter, Oklahoma
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