AE IV&V Test Case TO8_4303

Revision History

Rev. No. Date By Description of Changes
1 4/17/08 DP Initial Release.
1. TEST CASE IDENTIFIER
TO8 4303 - PIREP decode and display
2. NARRATIVE
Verify proper ingest, decode, and display of PIREP data
3. REFERENCES (optional)
none
4, FEATURES TO BE TESTED
o Verify that ingest and decoding complete without errors
e Compare decoded values in ADE with decoded values in N-AWIPS for consistency
Verify that CAVE can properly display decoded data
S. SETUP INSTRUCTIONS
Step | Setup Procedure Result

Startup EDEX servers
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6. ACCEPTANCE CRITERIA

Step(s) | Criteria Result

1 Plotted values should match baseline
(NAWIPS/GEMPAK)

2 Listed values should match baseline
(NAWIPS/GEMPAK)

7. TESTING PROCEDURE

Step | Procedure Expected Result Actual Result
1 Ingest test case PIREP data Error-free report
2 Verify data in Postgres Psgl query reports proper
information
3 Request and display station data in CAVE Station data plotted; correct
values spot-checked
4 Request ASCII listing of ingested data via | Data returned error-free
AWIPS2 test driver interface from a browser
5 Compare ASCII listing of ingested data with | Listed values should match
baseline baseline values
End of test
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